Supercrete™ Panel

Building Paper/Wall Wrap
Supercoat™ Coating System

14 - 10 bugle head screw (65mm long for
50mm panel; 90mm long for 75mm panel)

12 - 11 x 25mm hex head type 17 batten
screw (use larger screws if existing cladding
/s to be fixed through)

Supercrete™Panel segment glued to edge
of panel to form return (65 x 50mm g for
50mm Supercrete™ panel; 90 x 75mm for
75mm Supercrete™ panel)
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Holdfast FIX ALL 220LM MS.
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Packer & air seal
DPC jamb flashing —— M
Existing aluminium window — ]

Jjoinery less than 40mm from
flange to wall face
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Initial gap between joinery and

panel filled with sealant prior to Gap between joinery and
Steelock™a unique steel top hat placement of Supercoat™ bottom of Supercoat™
batten mounting system. pre-meshed render stop pre-meshed render stop filled
Thermoseal™ a unique thermally with sealant (Holdfast FIX ALL
efficient closed cavity cladding 220LM MS)
system.
NOTE:

This option can be used where deeper reveals are required or for a
retrofit where the existing windows do not extend sufficiently past the
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CONSTRUCTION This drawing must be read in conjunction with the Supercrete Panel Cladding System Design & Installation Guide




