1 / Supercoat™ Coating System

Interior lining ———— | | Building Paper/Wall Wrap

Steel batten — __————

Insulation x

Timber frame x g
Packer and air seal -——\

14 - 10 bugle head screw
65mm for 50mm panels
90mm for 75mm panels

\

Flexible fiashing tape fitted by a
Supercrete™ Panel Installer to

attach the DPC head flashing to
ﬁ Supercrete™ Panel

the Building Paper/Wall Wrap
DPC fiashing

/

. T Sealant (Holdfast FIX ALL 220LM
Rebated timber garage door I~ MS) and Holdfast backing rod
liner frame installed by 15° slope
owner, treated to H3.1 and 40mm P
painted ~ Galvanized steel head flashing

installed by a Supercrete™ Pane/
Installer prior to panel installation

\\—— Door liner located 40mm from

® front edge to framing

~—— Garage door opening

Steel track for garage door

NOTE:
A J\ Refer to Detail SPC 3-4, page 29 for

garage door jamb details

Steelock™a unigue steel top hat
batten mounting system.
Thermoseal™ a unique thermally
efficient closed cavity cladding
system.
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CONSTRUCTION

This drawing must be read in conjunction with the Supercrete Panel Cladding System Design & Installation Guide




