Nailpower FLEXI expanding foam

M12 vertical reinforcing —
rod grouted into $50 mm
drilled holes

Sliding control joint tie —|
fixed to steel column to
engineers specifications.
Mount with crimp
upwards to prevent dirt
etc. entering

%7

Movement control joint with Holdfast

13mm PEF backing rod and FIX ALL 220LM

MS sealant or Supercoat pre-meshed

plastic control joint bead and Gorilla ., 10 mm nominal movement control joint

A7

|

50 mm mirk

200 mm block

lining as specified

Sliding control joint tie —f
fixed to steel column to
engineers specifications.
Mount with crimp
upwards to prevent dirt
etc. entering

M12 vertical reinforcing —
rod grouted into 850 mm
drilled holes

Supercoat™ Coating
System as specified

Plasterboard interior _/ 20 mm gap filled with flexible expanding foam

10 mm nominal movement control joint
(see note below)
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\¥ 10mm nominal movement control joint with
Holdfast 13mm PEF backing rod FIX ALL

220LM MS sealant or Supercoat™

pre-meshed plastic control joint bead &
Gorilla Nailpower FLEXI expanding foam
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Supercrete

Title:
Steel Column Encased in Supercrete™ Block

BLOCK CONSTRUCTION
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This drawing must be read in conjunction with the Supercrete Block Design Guide




